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PFT SAMBA XL
Powerful airless spraying machine 
for dispersion plasters, -paints and knifing filler

Functional description

PFT SAMBA XL is an airless sprayer 
which can be used for numerous pasty
materials. The material e. g. dispersion
knifing filler is sucked directly from a
bucket or container. Via a high 
pressure hose and a special pistol the
coat is evenly applied on the walls or
ceilings.

Advantages at a glance

� control unit for additional information:
� – digital pressure indication
� – litre metre
� – piston stroking speed adjusts      
� – electronically for constant flow and
� – pressure all the way up to the gun
� long piston stroke and straight 
� material channels for high flow 
� volume
� robust construction of the chassis 
� and big wheels for easy handling
� easy exchange of the filter
� hose holder integrated

Fields of application

For all materials like:
� dispersion filler
� primer 
� dispersion paints
� lacquers
� silicate paints
� fire protection
� wood protection paints
� mineral paints
� protection against corrosion
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Spraying gun complete with
– high pressure hose 15 m
– special pistol
– operating instruction

Accessories
00 09 86 27 Bag squeezer PFT SAMBA XL
20 22 73 00 Plastic bucket, 90 litres

Please find more information about the
spraying equipment for airless sprayers
under www.pft.eu.

All rights and technical changes reserved. We
provide guarantee as far as faultless and proper
finishing of our machines is concerned. Figures
given in relation to output, equipment and
performance are based on experience and can
vary in case of changing circumstances.
Furthermore, the instructions of the material/
mortar manufacturers must be observed.
Alterations, reprints and photomechanical
reproductions, even in extracts, require the
permission of Knauf PFT GmbH & Co. KG.

PFT SAMBA XL–GB/05.11/PFT

Description PFT SAMBA XL, 230 V PFT SAMBA XL, 110 V
Part no. 00 09 52 21 00 23 38 35
Conveying capacity max. 5.5 l/min max. 5.5 l/min
Conveying pressure max. 230 bar max. 230 bar
Size of the nozzle max. 0.037" max. 0.037"
Drive 1.65 kW 1.65 kW
Power connection 230 V, 50/60 Hz, 1 Ph 110 V, 50 Hz     

Dimensions and weight
Total length approx. 670 mm
Total width approx. 780 mm
Total height approx. 780 – 1,020 mm adjustable in height
Total weight approx. 58 kg

Technical data Basic equipment

Control unit with digital 
pressure indication, litre 
metre and much more.

Knauf PFT 
Technical Hotline:

+49 9323 31-1818

Phone +49 9323 31-760
Fax    +49 9323 31-770

info@pft-iphofen.de

www.pft.eu
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Knauf PFT GmbH & Co. KG
P.O. Box 60 
97343 Iphofen
Einersheimer Straße 53 
97346 Iphofen
Germany

Knauf Gips
Dry construction- and Soil-Systems

Knauf AMF
Ceiling Systems

Knauf Bauprodukte
Pro Solutions at Home 

Knauf Gips / Marmorit
Plaster and Facade Systems

Knauf Dämmstoffe
Polystyrol Insulating Material

Marbos
Mortar Systems in Civil Engineering

Knauf Insulation
Insulating Material: Rock Wool, 
Glass Wool and Wood Wool

Knauf Integral 
Gypsum Fibre Technology 
for Soil, Wall and Ceiling

Knauf Perlite
AQUAPANEL® Cement Boards, 
Perlit

Sakret Bausysteme
Dry Mortar for 
New Build and Renovation


